
xEye
LOW LIGHT VISION SYSTEM



 1/2.8″ SONY IMX 327, FULL HD 1920x1080 pixels 

 FRAME RATE 30 FPS, FULL HD + FULL D1 + CVBS   
ELECTRONIC SHUTTER SPEED 1/10000s to 1/25s

 Full-HD low light 1920x1080 sensors Lens 4mm 

 FOV (H) 90° (V) 46°, 4mm DC DRIVE M12, Sapphire 
window

 Sensor daisy chain via Ethernet to save cabling 

 12VDC <2W MAX

 CVBS COMPOSITE VIDEO, ETHERNET 
(RTSP/HTTP/ONVIF)

 Optional SD card recording

 IP-67 Hermetic sealed chassis, Nitrogen purged, MIL.STD 
Hermetic connectors

 Operating temp -20°C to +80°C

62x62x85 (mm)

270 (gm)

xEye



CONNECTION INTERFACE

1 D38999/24WB35PN

Mil. Std Stainless 
Steel connector  

PIN +12VDC INPUT POWER

1 +9VDC to 36VDC INPUT POWER

2 GND INPUT POWER

3 ETHERNET TX-P 

4 ETHERNET TX-N

5 ETHERNET RX-P 

6 NC

7 NC

8 NC

9 NC

10 NC

11 ETHERNET RX+ N

12 COMPOSITE VIDEO SIGNAL

13 COMPOSITE VIDEO GND

PANEL PIN LAYOUT
D38999/24WB35PN CONNECTOR

OPTIONAL CONNECTOR

D38999/24WB35PN 
Termination Style: Crimp
Olive Drab Cadmium

TVS07RB-11-35PN 
Termination Style: Crimp
Bronze

23YB35PN
Termination Style: Solder 
Stainless Steel

xEye PART NUMBERING

xEye-[FOV]-[CT]-[VDC]
[FOV] FIELD OF VIEW 70 – 5mm, 70° DAY 

(70.7°x43.5°) 
89 – 4mm, 89° DAY 
(84.6°x45.9°) 

[CT] CONNECTOR TYPE CD – D38999 Crimp 
Olive Drab Cadmium

BR – D38999 
Crimp Bronze

SS – Hermetic 
D38999 
Solder Stainless Steel

[VDC] INPUT VOLTAGE 12 – 12VDC 72 – 17VDC to 72VDC

xEye


