
SASERIES
360 PANORAMIC 24/7 SITUATIONAL AWARENESS



SA360

LOW LIGHT DAY
SIX (6)
1920x1080 Full HD 30 FPS
SAPPHIRE Window

LWIR NIGHT 

SIX (6)
1280x1024 or 640x512 
12μm 30 FPS
Germanium Window

FIELD OF VIEW 420° Deg. 
(H) 6 x 70°
FOV (H) 420° (V) 46°

STABILIZED POWER 2A@24VDC (9-40VDC)

ETHERNET SWITCH Gigabit Ethernet Switch 
10/100/1000T

CONNECTOR Hermetic Stainless Steel 
D38999/23YC35PN

CHASSIS CNC ALUMINUM, ANTI SALT BLACK 
POWDER PAINT 

IP RATE IP67 Nitrogen Purged

470x470x185 (mm)

30 (kg)

SA360|180

SA180

LOW LIGHT DAY
THREE (3)
1920x1080 Full HD 30 FPS
SAPPHIRE Window

LWIR NIGHT 

THREE (3)
1280x1024 or 640x512 
12μm 30 FPS
Germanium Window

FIELD OF VIEW 210° Deg. 
(H) 3 x 70°
FOV (H) 210° (V) 46°

STABILIZED POWER 1A@24VDC (9-40VDC)

ETHERNET SWITCH Gigabit Ethernet Switch 
10/100/1000T

CONNECTOR Hermetic Stainless Steel 
D38999/23YC35PN

CHASSIS CNC ALUMINUM, ANTI SALT BLACK 
POWDER PAINT 

IP RATE IP67 Nitrogen Purged

483x270x237 (mm)

16 (kg)



SA360|180

640-5,8mm LWIR DRI (m)

1280-13mm LWIR DRI (m)
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SA360|180

LWIR NIGHT LOW LIGHT DAY

1920x1080 Full HD 30 FPS
SAPPHIRE Window

1280x1024 or 640x512 
12μm 30 FPS
Germanium Window



SA360 CONFIGURATION
Two SA180 units can be assembled together in order to create 
SA360 system.

M5 support

M8

SA360|180


